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Before you start 



Local Cable Service 

Please contact your Cable Internet provider to find out the 
procedure to register the modem with their network. 



The Cable Internet provider will need the following modem information: 

■ Modem Make and Model i.e., D-Link DCM-100 

■ Modem Serial Number i.e., HQT10C000180 (normally found on the label at 
the bottom of the unit. 

■ Modem MAC Address i.e., 0050BA2F0804 (on the back of the modem) 



Connecting The Cable Modem 



Connect the external power adapter into 
the connector labeled "POWER" and the 
other end to the electrical outlet. 

*NOTE: Use only the AC power 
adapter supplied with the DCM-100 
Cable Modem. 
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Connecting The Cable Modem Continued. 



Connect the coaxial cable provided for the Internet connection to the jack 
labeled "CABLE IN" in the back of the cable modem unit. 



Wait 1 to 3 minutes for the status light to 
illuminate. If the status light does not glow, 
please contact your broadband cable 
company for further instructions. 
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Connect an Ethernet cable to the port 
labeled "Ethernet" on the back of the cable 
modem. 




The final cable modem setup will look like the figures below: 
Ethernet Cable Connection 



*Note: Make sure the LINK light is on in 
front of the modem after you connect the 



Ethernet Cable to your computer. 
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Verifying The Modem Status Lights 
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Power Link Activity Status 

Indicator Light Light Indicator 



Verify the Cable Modem connections using the LED indicators 

■ Power: The Power LED will be "ON" after the modem has been 
plugged into an AC power source. 

■ Link: The Link LED will be "ON" when the connection from the 
cable modem to the local network is established. It means that 
computers on the local network have access through the cable modem. 

■ Act (Activity): This LED indicates that there is "data traffic" activity. 
It means that data packets are being passed through the cable modem. 

■ Status: The Status LED will be "ON" solid when the cable modem is 
properly connected to the cable network (ISP). * If your status light 
continues to blink, please contact your cable operator for further 
instructions. 
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Test your Internet Connection 



Open the web browser to your favorite site. 



3 D-Link Systems, Inc. - Microsoft Internet Explorer 
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Address http://www.dlink.com/ 







D-Link 

Building Networks For People 
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D-Link 



Digital Home 
SOLUTIONS 



Networking 
Wireless 
HomePNA 
Ethernet 
Digital Audio 
Digital Video 

Cable/DSL Gateway Routers 

Broadband 

Mobile 

Peripherals 

fin Business 
Iff SOLUTIONS 

Small Office / Home Office 
Small to Medium Business 
Enterprise 
Desktop Switches 
Rack-Mount Switches 
Backbone Gigabit Switches 
Backbone Modular Switches 
Gigabit over Copper 
KVM Switches 
VAR Program 




D-Link Air 

for your PDA 

Wireless Compact Flash 
Type II Card 

* 1 28-WEP Encryption 
•IEEE 802-1 lb Compliant 

* Fatt and Easy Setup 

* Fast 11Mb Speed 
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With more awards than (lie competition combined, D-LinkA/f DVV'L- Series of Wireless Networking 
has earned industry wide acceptance and recognition. The award winning D-LinkAif product line 
includes: 

DWL-1000AP Wireless Access Pcint Wreless Compact Flash Tvpe 2 Card 

DWL-65D Wireless RC Card DWL-120 Wreless USE Adapter 

DI-711 Wreless Router DWL-50Q Wreless PCI Adapter 

DI-713P Wireless Rcuter, 3-Port Switch wf Print Server DWL -905 Wireless Laptop Kit 
DI714 Wireless Rooter / Firewall w/4-Port Switch DWL-910 Wreless USE Network Kit 

| | $ Internet 



* Your cable service provider will provide the proper instructions to configure 
the cable software to use their Homepage and services. 
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